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DVP9840 Video Wall Controller


The DVP9840 series video wall controllers are high-performance image processing 
devices designed with high-performance FPGA-based hardware-only image processing 
cores and based on standard industrial chassis and hot-swap technology. Processor uses 
advanced high-speed FPGA arrays and high-speed digital multi-bus data routing 
exchange processing mechanism, fundamentally ensure that all input signal source data 
for real-time and consistent processing, the image without delay, no discretization, no 
drop frame , to achieve the perfect image rendering. It can realize the functions of image 
data acquisition, signal switching, image preview, 4K processing, 3D display, image 

splicing, multi-screen display, screen superimposition, screen roaming and movement.

• Max. support 32 channel image splicing  

• Maximum support 32 signal input

• Supports 1920x1200 output

• H264 codec 

• Window Combination, Windowing, Moving, 

Zooming, Roaming, multi-screen, copy, freeze 

• Support upscaling

• Window border and color settings 

Features:

• Any size signal cut display

•  Multi-screen synchronization display

• Support 16 window output

• Support subtitle function

•  Support EDID management

•  Support software control

• 10 groups preset 
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Multi -screen processing

DVP9840 high-speed FPGA array with high-capacity, 
and through hardware resource equalization technology, a single DVI 
channel output 4 windows, Max. 144 windows. 

Floating-point image scaling technology 

Advanced FPGA 16 bits zoom technology to ensure that the HD signal 
zoom display clearer. 

Support mismatch shape splicing

DVP9840 can split the image which display on different screens, then 
adjust the position on the screen, to support the special-shaped splicing. 

Subtittles and time display 

DVP9840 can display time, subtitles and input source.

Multi-screen spicing synchronization

The DVP9840 series splicing processor adopts the same clock operation 
mode to ensure that there is no display time difference between the 
screen and the screen. 

Screen Freeze (freeze frame) display

DVP9840 can display time, subtitles and input source.

DVP9840
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Application
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Application:
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Specification: 


