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DVP970 Multi  Layer  Video Splicing Processor

• Support 4K @ 60Hz input

• Support 4screens

• Customise input EDID

• Support 3G-SDI or USB input

• Four channels: 10.6megapixel@60Hz

• Four channel output

Features:

• Synchronous audio output 

• 3.5inch HD IPS screen

• Supports WIFI control

• Supports timing switching and lock 

• Supports monitor output
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4K Ultra HD input

DVP970 has four 4K x2K @60Hz input interfaces for better 
performance. The display is clearer

4 Screens

Four layers can be opened in the splicing area with a variety of layout 
options

Powerful hardware splicing core

Custom resolution output makes the market adaptable up to 
15360 pixel and up to 8640 pixels

EDID management

DVI, HDMI and DP interfaces have a customise EDID function that solves 
the problem of source resolution and display scale, making the display 
more perfect

Supports 4K X 2K input                       4K@60Hz picture quality is better    
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Application

Powerful group custom resolution

Supports group for custom resolution and the resolution of each group 
can be different and synchronised perfectly.

USB

Supports optional USB player functionality. Built-in HD hard core 
with powerful video decoding capabilities, playback of videos and 
pictures, and set hold time. 

Ultra HD Blu-Ray BT 2020 color space

Supports a new generation pf color space, ultra-high definition Blu-ray BT 
2020 color performance is better. 

Audio and video sync switching

Input source can be associated with HDMI audio,DP, transmission without 
delay and noise
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Specification
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Specification: 


