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DVP124 Dual-Channel Splicing Processor

DVP124 splicing processor has three powerful video processing core. This multi-
graphics and  multi input smart slicing processor can be widely use  in performing arts 
activities, command and control centres, video conferencing , hotels, courts and 
meeting rooms. LED splicing processor has 3-channel output - 2-channel for splicing 
and 1-channel for monitoring. DVP124 can support 2x1 or 1x2 channel hybrid splicing 
with a single model maximum splice of 5.3million customised pixels. DVP124 
accommodates a wide range of input sources for up to 11 video inputs including 2 DVI, 
2HDMI, 4 VIDEO , and 1 3G-SDI(optional) . Each channel can received standard or high 
resolution video signals . DVI and VGA can go up to 2304x 1152@60Hz resolution input 
to meet variety go high-definition output.  DVP124 has key panel and many system that 
is easy to use and has 4 LED send card slot location 

• Seamless switch splicer 

• 2-channel splicing , 1-channel monitoring in

• 11 channel digital analog video input

• Maximum output resolution  of 7680x640 @60Hz, 

4608x1152@60Hz, 3840x2160@30Hz

• 5.3 million pixel customise resolution

• Dual-screen  cross-channel roaming

Features:

• Support SDI input 

• Scene presets save and recall 

• Hot key black screen and picture freeze

• Support PC Control 

• Switch the signal source timely 

• 4send card built-in slot 
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PIP, POP, Color Key

DVP124 has 2 processing engines that can handle two 2K images in 
the same output to achieve PIP, POP, color key cutout function. 

Seamless Switch

DVP124 is a seamless switch splicing device, all the input channel 
can be seamlessly switched. 

Splicing Function 

DVP124 is a 2-channel splicing processor, each with 2 DVI ports, total 4 
DVI ports, support four 1.3 million pixel sending card. 

Customise Resolution Output 

DVP124 can customize the resolution of each channel output and 
perfect synchronization. 
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DVP124 Front and Rear Panel:
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Application:



Clair illumination DVP124

Dual-Channel Splicing Processor

www.clairlighting.info  of 5 5

Specification: 

DVI Input 

Quantity 2

Connector DVI-I

Standard DVI1.0, HDMI1.3

Resolution VESA, PC to 1920x1200,HD to 1080p

HDMI Input 

Quantity 2

Connector DVI-I

Standard DVI1.0, HDMI1.3

Resolution VESA, PC to 1920x1200,HD to 1080p

VGA Input 

Quantity 2

Connector Db15

Standard
R, G, B, Hsync, Vsync:0 to1Vpp±3dB (0.7V Video+0.3v Sync) 75 ohm 
black level: 300mV Sync-tip: 0V 

Resolution VESA PC to 1920x1200 

CVBS (CV) Input

Quantity 4

Connector BNC

Standard PAL/NTSC 1Vpp±3db(0.7V Video+0.3v Sync)75 ohm 

Resolution 480i,576i 

3G-SDI Input

Quantity 1

Connector BNC

Standard SD-SDI, HD-SDI, 3G-SDI 

Resolution
1080p 60/50/30/25/24/25(PsF)/24(PsF) 720p 60/50/25/24 
1080i 1035i 
625/525 line 

DVI Output

Quantity 5

Connector DVI-I 

Standard DVI: DVI1.0    VGA: VESA 

Resolution 

1024×768@60Hz 1024×1280@60Hz 1280×1024@60Hz 1440×900@60Hz 
1536×1536@60Hz 1600×1200@60Hz 1920×1080@60Hz 1920×1200@60Hz 

2048×640@60Hz 1024×1920@60Hz 1920×1280@60Hz 1280×720@50Hz 
1920×1080@50Hz 2048×1152@60Hz 2304×1152@60Hz 2560×960@60Hz 
3840×640@60Hz 

customise resolution: 
single output: 2.65M@60Hz     two output:5.30M@60Hz 

Monitor(CH-M/Monitor): 1920×1080@60Hz 

General Parameters

Weight 4Kg                              Size(mm) : Product: 690x440x280   Package: 520x130x 360

Input Voltage 100VAC-240VAC 50/60Hz         Maximum Power: 45W

Temperature 0°C~45°C                                     Store Humidity: 10%~90% 

Model DVP124/DVP124S 


