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Features:

Clair illumination DVP170
Professional Multi- Layer LED Video Processor

DVP170 Professional Multi-Layer LED Video Processor

The DVP170 is a multi-layer splicing processor for rental events and fixed
installation LED display project that supports up to 16 signal inputs, no black
screen switching between signals, and fade-in/fade-out switching between
layers. 4-channel splicing, 4 layers can be arbitrary cross-zone roaming, each
layer can be opened PIP function, enabling 8-screen output. Innovative modular
design, easy plug-in input, high-definition OLED display interface, intuitive large
button design makes operation simple and quick.

DVP170 single-port output pixels up to 2.65 million, total support 5120x2048
output. Support customize resolution output, single-port customize width of
3840, height of 2160. Powerful image processing performance, second to none
in the industry.

® Support 10240x960

or 4608x2304 or1920x4800
Support customize resolution
Support any splicing mode
Seamless switching
Horizontal mirroring function
Boot logo display

Save and load image function
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e 4 layers 8 images(PIP function)
e Max. support 16 signals input
e Frame synchronisation

e Black and freeze function

e Support SDI input(Optional)

e 10 presetting 4 hot key

e Layer frame display

e Support 4 sending card slot
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R Clair illumination DVP170

Professional Multi- Layer LED Video Processor

Clair IllumiNnATIiON

Splicing Function

DVP170 has 4 channels output, total 8 DVI connectors, support 8
sending card, splicing function as following:

Seamless Switch

DVP170 is seamless switching processor, it can support fade-in/fade-out
switch between no conflict layers.
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Layer Function

DVP170 support 4 layers output, each layer support PIP function,
maximum support 8 images output.
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Clair illumination DVP170
. . . Professional Multi- Layer LED Video Processor

Clair llluminAaTiON

Front & Rear Panel

Input channel
) Input source Layer control

4 channels input, Laver Black/Freeze ON/OFF: enable/disable layer
each getsignal from V¢, VGA, DVI, SDI select Multi-function button, ~ Preset SIZE: set the size of layer ~ Q
“INPUT SOURCE" PIC deliver to CH1~CH4 A B C D setinmenu. hot key for preset \IRROR: mirroring OLED display menu operation - Switchi

PRESET ‘
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Multi-Layer Video Sp J Proc

DVI/HDMI DVVHDMI

power connector Input connector Qutput connector RS-232 and USB contro Internal sending card slot
4 channels input{(CH1~CH4), dchannels output(l, 2, 3, 4)
each channel has DVI/HDMI. VGA, SDI. CV, each channel has 2 DVI
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~ Clair illumination DVP170
- . . Professional Multi- Layer LED Video Processor
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1:2x2 splicing and 4 layers 2: 4 splicing, 3 images and mirroring function 3: 2x2 splicing and 4 layers 4: One main screen and 4 side screen
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5: PC controlvia USB and RS232

LED WALL
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Clair IllumiNnATIiON

Specification:

Clair illumination DVP170
Professional Multi- Layer LED Video Processor

DVI/HDMI Input
Quantity Version A: 2 Version B: 4DVIHDML:0 Quantity 8
Connector DVI-I Connector DVI-1
Standard DVI1.0, HDMI1.3 Standard DVI:DVI1.0  VGA:VESA
Resolution VESA, PCto 1920x1200, HD to 1080p 1024x768@60Hz 2048 x640@60Hz 3840x640@60Hz
VGA Input 1024x1280@60Hz  1024x1920@60Hz customize resolution
X . . . 1280x1024@60Hz 1920x1280@60Hz single output: 2.65M@60Hz
Quantity Version A:2 VersionB: 4 1440x900@60Hz  1280x720@50Hz
Connector Dbl5 Resolution 1536x1536@60Hz 1920x1080@50Hz
Standard R. G. B, Hsync., Vsync:0tolVpp+3dB(0.7V Video+0.3v Sync) 1600x1200@60Hz 2048x1152@60Hz
andar 75 ohm black level : 300mV Sync-tip : OV 1920x1080@60Hz  2304x1152@60Hz
. 1920x1200@60Hz 2560x960@60Hz
Resolution VES, PC to 1920x1200
CVBS(CV) Input SEETTIEESER
. . Weight 6.5k
Quantity Version A: 2 Version B: 4 g 9
Connector BNC . Product: 335 x 440 x 88
Standard PAL/NTSC 1Vppz3db (0.7V Video+0.3v Sync) 75 ohm Size(mm) Package: 540x450x150
Resolution 480i,576i

3G-SDIInput

Inputvoltage

100VAC-240VAC 50/60Hz

Maximum power

45W

Operating temperature

0°C~45°C

Quantity Version A: 2 Version B: 4
Connector BNC
Standard SD-SDI, HD-SDI, 3G-SDI
1080p 60/50/30/25/24/25(PsF)/24(PsF)
: 720p 60/50/25/24
Resolution 1080i 1035i

625/525 line
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Storage humidity
Model

10%~90%

DVP170A(Version A)/DVP170B(Version B)
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