CLAIR LIGHTING GLAXY RING BALL
User’s Manual

Thank you very much for purchasing our company's Planet One.
For your personal safety and better use of this product, please read this
manual carefully before use, and operate according to the procedures, so

as to avoid personal safety damage and lamp damage caused by misuse.
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Menu (switch) add decrease confirmation (enter)

® packing list

Check for the following:

Planetone e 1 set
accessories package e 1 copy
operating instruction e 1 copy

e technical parameter:
Power supply: AC90~240V, 50Hz / 60Hz
Rated power: 120W
Bead parameters: 8 * 15W CREE four-in-one lamp beads
Control mode: international universal DMX512.14 / 16 channel
Dimmming: 0~100% super smooth dimming
Working mode: DMXS512. main / slave, self-walking. voice control
Strobe: 20 times / s
Packaging method: air case / carton
Product size: 35¥27*%16.5cm
Size of the inner box: 33 * 26 * 39c¢m
Outer size: 69 * 55 * 42cm (4 sets / piece)



Product net weight: 4.08 KG
Product Gross weight: 4.6 KG
Pgross weight: 19.4KG

® direction for use:

After opening the packing box, carefully check whether the lamps are
damaged by transportation, such as whether the screws are loose and whether
the lens is broken. Check before the power-on. Check whether the lamp is
placed correctly and firmly, and check whether the power supply voltage is
the same as that of the product. This equipment belongs to the level 1
protection equipment, so the ground wire of the power supply must be
grounded and completed by professionals. Check whether the power supply

voltage is normal before use.

® Display function: This product adopts display mode operation and DMX

mode operation, the specific setting is as follows:

menu description
ADDR AQ01- - -A512 address code
| cHND 14 CH, 16 CH channel selection
SLND MAST, SLAV
SHND | SOUD, AUTO (speed SP 0- -SP 9) sound control, optional
SENS Sonic sensitivity (0 off, 100 most sensitive)
BLND YES. NO in standby mode
LED ON. OFF background light switch
DISP YES. NO in reverse display
PAN YES, NO, and the horizontal motor is in reverse
TILT YES, NO, and the vertical motor is in reverse
MANU | PAN, TITL, 5050, RED, GREEN. BLUE. WHITE, DIMMER,

STROBE, for manual testing




TEST

automatic testing

VER

V104 software version no

RSET

|
1

YES. NO, to restore the factory settings

e DMX channel function: This product adopts the standard DMX-512 signal.

with 14 / 16 control channels. The specific control contents

are as follows:

14 channel | description
HU | forizontal motor: 0- - -255.0- --- -540° |
Vertical motor: 0- - -127.0- -- - -360° travel positioning.
CH2 - 128- -191 rotates clockwise from fast to slow
192- - -255 From slow to fast counterclockwise endless rotation
chs Horizontal / vertical motor speed: 0- - -255 from fast to
slow
CH4 Total dimming: 0- -255 0-----100%
CHS Strobe: 0--9 on, 10--249 from slow to fast strobe. 250- -255 on
CH6 Red dimming: 0- - -255
CH7 Green dimming: 0- - -255
CHS Blue dimming: 0- - -255
CH9 White dimming: 0- - -255
5050 RGB: 0- -15, no functional 16- -31 red 32- -47 green
CHI0 48-63 blue. 64-79 yellow. 80-95 pink
E 96- -111 cyan, 112- -127 all bright




128- - -255 Color jump. speed from fast to slow

Go away: 0- - -5 no function, 6- - -10 effect 1,11- - -20 effect 2

CHI1

21- - -189 effect 3,192- - -240 effect 4,241- - -255 effect 5

CHI12 .
Ball motor travel: 0- -15 no function. 16- -127 travel, 128- -
-255 sound control

CHI13 i
Speed / sensitivity: (when CH11 16- -127) speed from slow to
fast,
(When CHI11 128- - -255) voice control sensitivity from near to
far

CH14 -

Machine rés*et: 0- -249 no function, 250- -255 machine

reset (effective after 5 seconds)

16 channel | description
CHI . °
Horizontal motor: 0- - -2550- - - - - 540
H2 . .
¢ Horizontal fine-tuning: 0- - -255
Vertical motor: 0- - -127,0- - - - - 360° travel positioning
CH3
128- -191 rotates clockwise from fast to slow
192- - -255 From slow to fast counterclockwise endless rotation
CHY | Vertical fine-tuning: 0- - -255
CHS5 Horizontal / vertical motor speed: 0- - -255 from fast to slow
CH6 Total dimming: 0- -255 0-----100%
CH7 Strobe: 0- -9 on, 10- -249 from slow to fast strobe, 250- -255
on
CHS

Red dimming: 0- - -255 0----- 100%




CH9 Green dimming: 0- - -255 0-----100%
CHI10 Blue dimming: 0- - -255 0-----100%
CHI11 White dimming: 0- - -255 0-----100%
5050 RGB: 0- -15, no functional 16- -31 red 32- -47 green
48- -63 blue, 64- -79 yellow, 80- -95 pink
CHI12
96- -111 cyan, 112--127 all bright
128- - -255 Color jump, speed from fast to slow
Go away: 0- - -5 no function, 6- - -10 effect 1,11- - -20 effect 2
21- - -189 effect 3,192- - -240 effect 4,241- - -255
CH13
effect 5
Ball motor travel: 0- -15 no function, 16- -127 travel, 128- -
CH14
-255 sound control
Speed / sensitivity: (when CH14 16- -127) speed from slow to
CH15 fast,
(When CH14 128- - -255) voice control sensitivity from near to
far
CHI16 Machine reset: 0- -249 no function, 250- -255 machine reset
(effective after 5 seconds)

e Maintenance and maintenance:

1. Do not keep your eyes on the semiconductor luminescent body for a long

time, so as not to harm the eyes;

2. Try to eliminate dust. dirt and smoke oil artificial laying and even into the

lamp body. use the environment as far as possible to keep the product clean;




3. Please use professional glass cleaning agent regularly every month and
clean the lens with flannelette so as to ensure the maximum brightness output
and extend the service life of the light source.

e pay attention to:

Special attention for installation: all hanging, hanging, high altitude fixed,
flat Tamps, in the installation in addition to the normal lamp hook fixed, must
add safety rope or other ways of the second safety fixed, in order to prevent
falling injury. Do not try the second safety fixed installation process is a safety

hidden danger, is not qualified acceptance.



